
MAXLIGHT RESERVES RIGHTS TO INTRODUCE ANY CONSTRUCTION OR TECHNICAL CHANGES IN THE PRODUCTS. WATTAGE OF PRODUCTS MAY VARY DUE TO CONSTANT 
LED EFFICACY IMPROVEMENTS. PHOTOMETRIC FILES AVAILABLE UPON REQUEST.

CONSTRUCTION 
Polycarbonate Body 
Stainless Steel Fixing Clips 
Weatherproof Silicon Gasket

DIFFUSER 
Opal impact resistant Polycarbonate Lens

LED MODULE 
Osram, Optional Philips, Tridonic

DRIVER 
Electronic Philips, Osram, Tridonic

DIMMING OPTIONS 
DALI, Touch Dim, DSI or 1V–10V

INPUT VOLTAGE 
220V–240V AC/50Hz–60Hz

OPERATING TEMPERATURE RANGE 
-20°C to +40°C

MAINTENANCE OF LUMEN 
L70 50,000 hours at 25°C

DRIVER LIFETIME 
50,000 hours

SYSTEM WARRANTY 
5 years

MODEL LED LED LUMEN SYS. POWER CRI CCT DIMENSIONS

TOR-S4 1800lm 10.7W  ≥80, 90 4000K 1260 x 110 x 100mm
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PHOTOMETRIC DATA SECTION SIZE

OSRAM

TOR-S4 2600lm 14.8W 4000K 1260 x 110 x 100mmOSRAM

TOR-S4 3500lm 20.8W 4000K 1260 x 110 x 100mmOSRAM

TOR-S4 4400lm 27.7W 4000K 1260 x 110 x 100mmOSRAM

 ≥80, 90

 ≥80, 90

 ≥80, 90




